
244 Bass Trap with FlexRange Technology 

Available Sizes Weight per panel Quantity per Box 

600mm x 1200mm 5.6 kg 2 panels 

600mm x 600mm 2.8 kg 4 panels 

300mm x 1200mm 2.8 kg 4 panels 

AVAILABLE ADD-ON OPTIONS 
• Proprietary Range Limiter 
membrane system to retain more 
high end 
• GIK Scatter Plate for built-in 
diffusion 
• Full line of Camira Cara and 
Camira Lucia fabric upgrades 
available 

MOUNTING 
• Easy wall installation using 
integrated eyehooks and 
accompanying picture wire 

• Free standing options available 
with GIK Custom Metal or Wooden 
Stands and Boom Stand Brackets 

• Easy to install on ceiling with 
optional GIK Cloud Mounting 
Bracket 

TEST RESULTS 

• Constructed with Knauf Insulation with ECOSE technology 
• Constructed with environmentally sustainable Hanson Plywood Limited which has 
achieved F.S.C (Forest Stewardship Council) as well as PEFC (Programme for the Endorsement of 
Forest Certification Schemes)certification and registration 

Product Datasheet 
Unit K Perseverance Mills | Giles St 

Bradford, UK BD6 3HS 
+44 (0) 20 3815 8608 

DESCRIPTION 
The GIK Acoustics 244 Bass Trap with FlexRange Technology utilizes our 
patented design to maximize low end control.  244 Bass Traps are 118mm 
thick and constructed  with our patented two-frame system and built-in air 
gap allowing them to hang flush on the wall or mounted to straddle corners. 
Customizable options include Full Range/broadband or Range Limiter 
membrane system. Available in 9 standard Camira Cara fabric colors. 


